
Dimensions

RX5

Main features

 - Output power 4 х 1200W @ 4 Ohms
 - Switching power supply (individual for each channel)
 - D class
 - Input connectors – XLR
 - Output connectors – SPEAKON

Power Amplifier

Click to
Discover More

Maximum Unclipped Output 
Voltage

128 V peak

Maximum Output Current 40 A peak

Total Harmonic Distortion (1 kHz 
and below, full rated power)

<0.02%

Damping Factor >600 (1 kHz, 8 Ohms)

Input Impedance 10 kOhms unbalanced / 20 kOhms 
balanced

Maximum Input Level +22 dBu

Power Requirements ~230 V, 50/60 Hz

Physical features

Dimensions (W × H × D) 482 х 96 х 444 mm

Weight 12 kg

Depth in Rack 442 mm

Height 2U

Signal-to-Noise Ratio 97 dB (unweighted)

Sensitivity 1.23 V

Maximum Voltage Gain 35 dB

Output Power Per Channel

2 Ohms 1500 Watts

2.7 Ohms 1400 Watts

General Features

Number of Channels 4

Frequency Response 20 Hz – 20 kHz (±0.2 dB, Pnom.)

4 Ohms 1200 Watts

8 Ohms 700 Watts
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